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User instructions

3. Description of the controls
3.1 Front panel

All the dishwasher controls are grouped on the front panel. Programming
and option selection are only possible with the door closed.

12 7 [

2 OPTION SELECTION BUTTONS AND WARNING LIGHTS

4  START/PAUSE BUTTON

6 PROGRAM LIGHTS

8 HANDLE TO OPEN THE DOOR

N.B.: symbols and styling are guideline and may vary depending on
the model or version of the dishwasher purchased.
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PROGRAMS TABLE

jlEARID2TS Dishes with light dirt, e 2t 3gec

27min
§ washed mmediaiely ater 1220 3208

Wash at 55°C

Dishes with normai i,
SEEcO even with driedon ~ Cd1inse 100 11 130
Eco P Rinse at 70°C

Doy

Hot prewash

Veryditypansand  Wash at 70°C

dishes, even with dried-on 2 cold rinses 160 155 1.70
residues. Rinse at 70°C

Dry
The ULTRA CLEAN program terminate with an extra anti-bacteria rinse that ensures
a further reduction in the bacteria level. If the temperature falls during this stage of the
program (e.g. because the door is opened or due to a power blackout), the program
lights (6) flash to warn that the anti-bacteria effect is not quaranteed.

* Reference program as per  AS/NZS 2007
During the comparative tests the dishwasher shall to be setted as follow:
- ENERSAVE option (f present) DISABLED
- Atthe end of the cycle the door must be opened about 15 cm.
Only run the soak program with partial loads.
(1) The cycle duration and power consumption may vary according to the water
and room temperatures, and the type and amount of dishes.

The washing cycle will not take place if the dishwasher door is left open
or not properly closed.
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QUICK TIME PROGRAMS (ENERSAVE option non avallable)
(see relevant sectlon for explanatlon of functloning modes)

6SOAK
P Pans and dishes awaiting

%5 completion of the load

Cold prewash 15 35 0,02

Dishes with normal irt, ~ COld prewasn

washed immediately after  V/ash at 60°C 80 125 1,25
FAST Wash at 65°C

e Cold rinse
,-,‘J Mixed dishes with normal dirt

Rinse at 70°C
ST Cold rinse 55 95 1.35
\§ ut econ (ESI0US:  Binge at 70°C
0% it

(1) The cycle duration and power consumption may vary according to the water and
room temperatures, and the type and amount of dishes.

10 STRONG and

The washing cycle will not take place if the dishwasher door is left open
or not properly closed.
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3.3 Washing programs

The dishwasher is equipped with a control panel, described in chapter "3,
Description of the controls", from which it is possible to carry out all the
power switch-on, switch-off and programming operations.

Before starting a washing program make sure that: P

o The water supply tap is open. > /ﬁg

*  The correct amount of detergent has been added to the /T(
dispenser. AN

The baskets have been correctly loaded.
The spray arms are able to rotate freely and without _|
obstruction.

*  The dishwasher door is securely closed.

Warning:
during the initial phase of the washing program, the operation of sprayers
is not perceived because they start rotating about 5 minutes after the start.

This is the normal operation of the washing cycle
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SWITCHING ON

When the ON/OFF button (1) is pressed, the dishwasher switches on
The indicator lights will display the dishwasher's "status”

PROGRAMMING
Programming operations are only possible with the door closed.
As long as the door is open, the PROGRAMS (6) lights remain off.

PROGRAM SELECTION
Press the PROGRAM SELECTION button (5) several times until the light of
the program required comes on.

STARTING THE PROGRAM

To start the dishwasher, press the START/PAUSE bution (4) for a few
seconds, until the light of the selected program starts to flash (confirmation
beep).

The light willflash as long as the program s in progress, to indicate that it
is being performed.





